=M EEEBEARATD

JIA CHI AUTOMATIC PACKAGING CO,, LTD

C-6601S HErEFais(HIEES))

ik
* 72~ GERE) - IHETHE - T2E - SRR T e

KRG
= JE : 1 4H 110V/220V/240V

5 R~ 1 L 150~00 , W 110~500 , H120~500 mm
T{EfEE : H570~770mm

Bt B © 20M / MIN

et )<~ © L 1250 x W 960 x H 1150mm

it A
LA/ 1&EREYIZR

E-mail:ch3399@ms21.hinet.net 50070% (5K E Z 3602455




= B EEBRARAT]

JIA CHI AUTOMATIC PACKAGING CO,, LTD

C-6601S Semi-Auto Carton Seale (SIDE DRIVE)

Features

* Motor driven belt for carton sealing machine at both sides.

* The pole height and the distance between right drive and left drive are adjusted by crank
handle.

* Working table height is adjustable with the front/rear conveyor.

Specification

Power supply : 1@/ 3@, 110V/220V/230V/240V/380V/415V/440V , 50/60HZ
Tape Width : 2 " or 3" (according to customer's need)

Carton Dimension : L 150 ~comm, W 110~500mm, H 120~500mm
Working Table Height : 570~770mm

Convey Speed : 20M / MIN

Machine size : L 1250 x W 960 x H 1150mm

Option
1. Extension roller
2. Stainless steel
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